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Premium quality, anti-wear hydraulic fluid, designed for use in mobile and stationary high pressure 

hydraulic systems.  

APPLICATIONS 

 Industrial hydraulic systems 

 Hydraulics of mobile and construction equipment 

 Hydraulic systems with vane, gear or piston pumps 

 Plastic injection molding machines 

 Machine tools 

 Enclosed gear systems  

 Industrial circulating systems 

PERFORMANCE STANDARDS 

 IS 10522 : 1983 

 Denison Hydraulics HF-2  

 Vickers I-286-S    

 DIN 51524 Part 2 

BENEFITS 

 Longer equipment life 

o Special anti-wear additive package reduces wear by protecting surfaces when load 

causes breakdown of the lubricant film. 

 Reduced downtime 

o Effective rust and oxidation inhibitor system prevents the production of abrasive 

particles from rust formation, and deposits, varnishes and sludge from oil breakdown, 

which can damage equipment surfaces and seals, and block filters prematurely. 

 Trouble-free operation 

o Good hydrolytic stability and water separation characteristics provide excellent 

filterability in the presence of water contamination.     

o Good anti-foam and air release properties ensure smooth operation and system 

efficiency. 

 Extended oil service life 

o High oxidation stability resists oil thickening and deposit formation in service, 

eliminating the need for unscheduled change of hydraulic fluid. 
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KEY PROPERTIES 

ISO 
Grade 

Density, 
kg/liter 
@15℃ 

Viscosity (mm²/s) 
Viscosity 

Index 
Pour 

Point (℃) 
Flash 

Point (℃) 

Rust Preventing 
Characteristics 

(D665) @40℃ @100℃ 

32 0.855 31.3 5.5 113 -33 221 Pass 

46 0.858 44.5 7.0 116 -33 229 Pass 

68 0.861 63.9 9.0 117 -30 235 Pass 

 

This bulletin was prepared in good faith from the best information available at the time of issue. While the values and characteristics are considered 

representative, some variation, not affecting performance, can be expected. It is the responsibility of the user to ensure that the products are used in 

the applications for which they are intended.  
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